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Colorlight X Series LED Video Prolt_:essors

X2 - X4 - X8m - X16 - 76 Pro (G2) — quick specification co

Parameter X2 X4 X8m X16 Z6 Pro (G2)

Loading capacity 1.3M px 2.3M px 5.24M px 8.88M px 8192x8192 px

Max width / height 2560 px W 4096 / H 2560 W 16384 / H 8192 8192 px 8192 px

Ethernet outputs 2% 1G 4x 1G 8x 1G 16% 1G 4% 106 fiber (2+2 backup)

Max input resolution 1920x1200@60 1920x1200@60 4096x2160@60 4096x2160@60 4096x2160@60 per card

Input ports SDIUHDMIDVIVGA/CYBS  SDUHDMIDVINVGAICYBS — DP1.2+ HDMIZO + 4xHDMI1.4  HDMIZ.0 +4xDVI + 255Dl 4 slots: HDMI2.0/DP1.2/12G-SDI cards
Layers / windows 1 1 up to 6 upto7 up fo 4

HDCP 1.4 1.4 1.4 22 —

Special features USB cascade USB cascade Udisk playback, genlock, 30 Genlock, 16 presets  30-LUT, HDR1O/HLG, genlock, frame =6
Software LEDVISION LEDVISION LEDVISION iSet LEDVISION

Best for Small fixed walls Mid-size indoor/rental 4K walls, retail Large fixed, stage rental  Film, XR, broadcast

Compiled by Excel LED from Celorlight official sp cations (X2/X4/X16 manuals, X8m spec V1.0

Figures are 8bit Hz values unless stated

76 PRO-G2 spec

For authoritative
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Colorlight Receiving Cards

- 19+ — quick specification comparison

i5A-905 -

Parameter

iI5A-F -

i5A-905

Loading capacity
Data groups
Scan support
Color depth
Calibration
Interface

Size

Backup

Best for

Compile

by Excel LED from Colorlight official sp

Figures are 8bit Hz vz

256x256 (col. to 1024)
16 RGBR'/ 24 RGB
static — 1/32

8-bit

Brightness + chromaticity
2% 60-pin HUB
137%48mm

Dual network ports

Standard cabinets

es unless stated. For authoritative

256x256

16 RGBR'/ up to 32 RGB
static — 1/32

8-bit

Brightness + chromaticity
Dual 50-pin HUB
143x93mm

Dual network ports

Async/signage walls

cations (X2/X4/X16 manuals, X8m spec V1.0

256x256

32RGB

static — 1/32

8-bit (65536 gray)
Brightness + chromaticity
DDR2 SODIMM
67.6x35.5mm

Loop + sender backup

Fine-pitch, rental

76 PRO-G2 spec

256%1024

32 parallel + 64 serial
up to 128 scan lines
12-bit + HDR10/HLG
14-bit

DDR2 SODIMM
Compact SODIMM
Loop + card backup

Fine-pitch fixed S&amp; rental

256x1024

32 parallel + 64 serial

up to 128 scan lines

10-bit + HDR10/HLG

14-bit + multi-layer + low-gray
DDR2 SODIMM

Compact SODIMM

Loop + card + PSU backup

Broadcast-grade walls



